PR EDITIONS ) Y MEG, 683
A ~ g F"' "R | 2000/06 CLASSIFIED MESSAGE ! ROUTING
pprove ‘Or: eljease l ~rCIRTRDPGIE ORO00700 1 %ﬂﬂ7?’ LM p &5V
pate 4587 15 NOV 63 : ﬁ 2 0] 4Vesh

25X1A

f’W 1 DAY/ oS4
o 45

TO  + DIRECTOR

FROM

ACTION: \,5

WFO - 0(7?(

TOR: B7247 15 NOV 63

25X1A

70 PR IOR—I:T:‘T_TNFO CITE

THIS IS A TECH EVAL OF MISSION 3239. BOTH RECORDERS OPERATED

PERFECTLY WITH NO INDICATION OF DECREASING SPEED. THE 420 CYCLE
TONE RECORDED BY THE S BAND RECEIVER #AS DISTORTED AND NOT A TRUE
SINE WAVE AS COMPARED TO THE TONE RECORDED BY THE X BAND RECEIVER.
THE S BAND TONE WAS STRONG AND INTERMITTENT WHILE THE X BAND WAS
WEAK AND STEADY. SIGNALS WERE INTERCEPTED BY ALL RECEIVERS. THE
L BAND RECORDING HAD A CONSTANT POPPING NOISE THROUGHOUT THE
ENTIRE MISSION. |
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